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Ve-Lock JIS 60 degree cone adaptors are manufactured in accordance to 

JIS B 8363 while Ve-Locks BSP adaptors are manufactured in accordance to

BS 5200 . The Following are some Pronounced Differences that may help in

distinguishing between the JIS & BSP adaptor fittings.

.

1) Thread Length ( diamensions - A )

2) 60 Degree angle diameter ( diamenions - B )

3) The undercut Area ( area between threads and Hex Body) on the straight 
K4 fittings incorporates a bonded seal " Locating Pilot " for Bonded seal.
4) Ve-Lock JIS fittings are stamped with JIS on the forging body or 
Hex of the fittings.
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VISUAL INDEX FOR ADAPTOR THREAD FITTINGS BS 5200

60 0 Cone Adaptors : JIS vs. BS 5200

For more Details - Please check the Below Diamensions Table - J3 & J 4
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HOSE ADAPTOR - 60 0 CONE BOTH SIDE

Properties

Design - As per BS 5500 standards worldwide

Material - Steel / Stainless Steel /Brass

Surface Protection for Steel - Zinc passivation

or Chrome -VI Free ( Trivalent Plated)

Material - Stainless steel -304 / 316 Grade

Surface finish Mat Buff Surface Finish
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BULKHEAD HOSE ADAPTOR - 60 0 CONE BOTH SIDE

Properties

Design - As per BS 5500 standards worldwide

Material - Steel / Stainless Steel /Brass

Surface Protection for Steel - Zinc passivation

or Chrome -VI Free ( Trivalent Plated)

Material - Stainless steel -304 / 316 Grade

Surface finish Mat Buff Surface Finish
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ISO 1179-1 / ISO 228-1G 
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Properties

Design - As per BS 5500 standards worldwide

Material - Steel / Stainless Steel /Brass

Surface Protection for Steel - Zinc passivation

or Chrome -VI Free ( Trivalent Plated)

Material - Stainless steel -304 / 316 Grade

Surface finish Mat Buff Surface Finish
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Properties

Design - As per BS 5500 standards worldwide

Material - Steel / Stainless Steel /Brass

Surface Protection for Steel - Zinc passivation

or Chrome -VI Free ( Trivalent Plated)

Material - Stainless steel -304 / 316 Grade

Surface finish Mat Buff Surface Finish
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Properties

Design - As per BS 5500 standards worldwide

Material - Steel / Stainless Steel /Brass

Surface Protection for Steel - Zinc passivation

or Chrome -VI Free ( Trivalent Plated)

Material - Stainless steel -304 / 316 Grade

Surface finish Mat Buff Surface Finish
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ADAPTOR THREAD FITTINGS  - BSP x NPTF TYPE ISO 1179-1 / ISO 228-1G 
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Properties
Design - As per BS 5500 standards worldwide

Material - Steel / Stainless Steel /Brass

Surface Protection for Steel - Zinc passivation

or Chrome -VI Free ( Trivalent Plated)

Material - Stainless steel -304 / 316 Grade

Surface finish Mat Buff Surface Finish

Properties
Design - As per BS 5500 standards worldwide

Material - Steel / Stainless Steel /Brass

Surface Protection for Steel - Zinc passivation

or Chrome -VI Free ( Trivalent Plated)

Material - Stainless steel -304 / 316 Grade

Surface finish Mat Buff Surface Finish
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REDUCING THREAD ADAPTOR - MALE x FEMALE ISO 1179-1 / ISO 228-1G 

ISO 1179-1 / ISO 228-1G HEX PLUG - BSP THREADS TYPE
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ISO 1179-1 / ISO 228-1G 

CAP FEMALE SWIEVEL ADAPTOR ISO 1179-1 / ISO 228-1G 
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EQUAL UNION ELBOW - BSPP THREADS TYPE ISO 1179-1 / ISO 228-1G 
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TEE -FEMALE SWIEVEL NUT ALL SIDES ISO 1179-1 / ISO 228-1G 
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